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CABLE (IM) TO LEMO CONNECTOR

CABLE ASSEMBLY 5M

(LEMO AT ONE

END & RJ45 ON THE OTHER END)

POSITIVE OUTPUT WHEN THE LOAD

NEUTRAL AXIS

IS APPLIED TO THE TOOL SIDE

PER COORDINATE SYSTEM AS SHOWN

SENSOR HAS

INTERNAL AMPLIFITER AND DATA AQUISITION SYSTEM.

SPECIFICATIONS

EXCITATION MAX. (V) 24V
OVERLOAD CAPACITY (%F.S.) 200
CROSSTALK (%F.S.) 2.5
NON-L INEARITY (%F.S.) 0.5
HYSTERESIS (%F.S.) 0.5
OPERATING TEMP. RANGE (°C) -40 TO +100
COMPENSATED TEMP. RANGE (°C) 10 TO 10
MASS (KG) NOT [INCLUDING ADAPTOR 0.23

SUNRISE INSTRUMENTS
WWW.Srisensor.com

ST AXTS CIRCULAR LOAD CELL
DEOMM F1OON, ETHERCAT OUTPUT

Fx (N) Fy (N) Fz(N) | Mx(Nm) | My (Nm) | Mz (Nm)
CAPACITY 100 100 100 8 8 8
RESOLUTION 0.0133 0.0133 0.0133 0.0003 0.0003 0.0003
OUTPUT (Digital) ETHERCAT

UNLESS OTHERWISE SPECIFIED
DIMENS TONS ARE [N MM MASTIM2E B




