004+0.01
25.00

XD 6. 20

L B 11.57 8.6

USE SIRING WASHER &
SHCS M6X25 TO ROBOT

3301750153
1XM5T 8

D81.00
@8 0\*8“02173

SENSOR WITH ADAPTOR

26.50 ]

A+

e
E;i B f | @31.48

~=—7.50

0

-0.02

NEUTRAL AXIS

25.00+0.01

SxRr%r || Tmm

ATTACHED TO ROBOT

0
@6.00 o o V5

3635C2A-30
ADAPTOR PLATE

@31.50" LMET 10 AXFHCSM5X | 2
ONG 50 BC -
n 1150
>=
37.00
- i 10 00 SPECIFICATIONS
| s ’ EXCITATION MAX. (V) +24V
L0 012 §§§ OVERLOAD CAPACITY (%F.S.) 200
2601 128 CROSSTALK (4F.S.) 2.5
V6 it NON-L INEARITY (%F.S.) 0.5
25.00£0.01 - HYSTERESIS (4F.S.) 0.5
Q§75>0078 0 ] OPERATING TEMP. RANGE (°C) 40 TO +100
‘ COMPENSATED TEMP. RANGE (°C) 10 TO 70
POSITIVE OUTPUT WHEN THE MASS (KG) NOT INCLUDING ADAPTOR 0.58
POSITIVE OUTPUT HHEN T CONNECTOR PIN ASSIGNMENT
TOOL SIDE
e COORD IATE SYSTEN AS PIN FUNCTION PIN FUNCTION | = SUNRISE INSTRUMENTS
SHOWN | RED 20V |5 PINK RS4858 == WWW.SHSENSOr.Com
SENSOR HAS INTERNAL i EFEEN HE i @E?ﬁg Eﬁ ' )
AMPLITIER AND DATA
AQUISITION SYSTEM. L VELLOW RS4854 |8 OREY oND SEX AXTS CIRCULAR LOAD CELL
Fx(N) | Fy(N) | Fzu) | Mx(Nm) | My(Nm) | Mz(Nm) | DSTMMEFAOON, DIGITAL (485) OUTPUT
CAPACITY 400 400 400 24 24 24 UNLESS OTHERWISE SPECIFIED M43 3N3A REv
RESOLUTION 0.13 0.13 0.13 0.0025 0.0025 0.0025 DIMENSIONS ARE IN MM A




